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inspections if determined adequate by the qualified professional
paleontologist.

GEO-4: Paleontological Resource Treatment Plan (PRTP). If
paleontological resources and or unique geological features are
unearthed during ground-disturbing activities, ground-disturbing
activities shall be halted or diverted away from the vicinity of the find so
that the find can be evaluated. A buffer area of at least 50 feet shall be
established around the find where construction activities shall not be
allowed to continue until an appropriate paleontological treatment plan
has been approved by the applicant and the City. Work shall be allowed
to continue outside of the buffer area. The applicant and City shall
coordinate with a professional paleontologist, who meets the
qualifications set forth by the Society of Vertebrate Paleontology, to
develop an appropriate treatment plan for the resources. Treatment
may include implementation of paleontological salvage excavations to
remove the resource along with subsequent laboratory processing and
analysis or preservation in place. At the paleontologist's discretion and
to reduce construction delay, the grading and excavation contractor
shall assist in removing rock samples for initial processing.

City Planning
Department

Once

Prior to issuance
of a grading
permit

Prepare PRTP and attendance
at pre-grading meeting

Withhold
grading
permit

GEO-5: Paleo Completion Report. Upon completion of the above
activities, the professional paleontologist shall prepare a report
summarizing the results of the monitoring and salvaging efforts, the
methodology used in these efforts, as well as a description of the fossils
collected and their significance. The report shall be submitted to the
applicant, the City, the Natural History Museum of Los Angeles County,
and representatives of other appropriate or concerned agencies to
signify the satisfactory completion of the project and required mitigation
measures.

City Planning
Department and
Project
Paleontologist

Upon completion
of paleo
monitoring

Review of Paleontological
Resources Monitoring and
Treatment Plan, construction
contract documentation, and final
monitoring compliance report

Stop work
order

HYDROLOGY AND WATER QUALITY

HWQ-1: Hydrology Study. Prior to issuance of a grading permit, the
applicant shall prepare a Project site Hydrology Study for review and
approval by the City Engineer. The Study shall meet the City
requirements and include calculations demonstrating the physical
requirements for the onsite water quality basin in terms of storm water
detention capacity for expected flood flows. The Study shall
demonstrate that post-development offsite runoff will be equal or less
than that under pre-development conditions. All submitted plans as
appropriate shall be consistent with the Hydrology Study. This measure
shall be implemented to the satisfaction of the City Engineer.

City Engineering
Division and City
Building and Safety
Division

Once

Prior to issuance

of grading permit

and building plan
approval

Issuance of grading permit and
building plan approval

Withhold
grading
and/or
building
permits

HWQ-2: SWPPP. Prior to issuance of a grading permit, the applicant
shall prepare a Storm Water Pollution Prevention Plan (SWPPP) on the
Project site for review and approval by the City Engineer. The SWPPP
shall meet the City’s requirements for such studies and include but not
be limited to erosion and siltation reduction measure Best Management
Practices (BMPs) to be implemented during construction. At the
completion of construction, the Project will consist of impervious
buildings surfaces, landscaped planters, and post-construction
(operational) BMPs to be addressed in a Water Quality Management
Plan (WQMP - see MM HWQ-3). Ail submitted plans as appropriate
shall be consistent with the SWPPP. This measure shall be
implemented to the satisfaction of the City Engineer.

City Engineering
Division and City
Building and Safety
Division

Once

Prior to issuance
of grading permit
and Building
Plan approval

Issuance of grading permit and
building plan approval

Withhold
grading
and/or
building
permits
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HWQ-3: WQMP. Prior to issuance of a grading permit, the applicant City Engineering Once Prior to Issuance Issuance of grading permit and Withhold
shall prepare, and the City Engineer shall review and approve a Water Division and City of Grading and building plan approval grading
Quality Management Plan (WQMP) on the Project site. The WQMP | Building and Safety Building Plans and/or
shall meet the City’s requirements for such studies and include but not Division Pemits building
be limited to Best Management Practices (BMPs) for long-term water permits

quality to be implemented by the Project after the completion of
construction. The WQMP shall identify appropriate post-construction
(operational) BMPs to address increases in impervious surfaces,
methods to decrease incremental increases in off-site stormwater flows,
and methods for decreasing poliutant loading in off-site discharges as
required by the applicable NPDES requirements. All submitted plans
shall be consistent with the WQMP. This measure shall be implemented
to the satisfaction of the City Engineer.




